UAF LiDAR Mapping

Tetra Tech

McClintock Land Associates, Inc.

Wrangell Model Key Point

QUALITY CONTROL REVIEW SUMMARY

Max. High Elev. Deviation: 0.12 feet
Max. Low Elev. Deviation: -0.13 feet
Elevation Deviation Range: 0.25 feet
Elevation Deviation Mean: 0.02 feet
Elevation Deviation RMSE 0.09 feet
(RMSE = Root Mean Square Error)
CHECK POINTS SURVEYED LiDAR
Elevation Elevation Deviation
Point Number | Northing (Feet) |Easting (Feet) (Feet) DESCRIPTOR - TIN File Name (Feet) (Feet)
303 1609568.90 2961265.19 73.44 Open - L29600 16075 73.49 0.05
304 1607442.08 2963429.12 114.01 Open - L29625 16050 113.88 -0.13
306 1606173.48 2973275.81 374.77 Open - L29725 16050 374.65 0.12
307 1605810.86 2972923.01 367.33 Open - L29725 16050 367.25 0.08
308 1606589.18 2977680.55 416.71 Open - L29775_16050 416.82 -0.11
309 1604672.90 2981082.99 414.70 Open - L29800_16025 414.60 0.10
310 1603583.41 2982935.69 408.65 Forest - L29825 16025 408.65 0.00
311 1606100.54 2977181.46 483.61 Forest - L29750 16050 483.65 -0.04
312 1606101.54 2965688.39 141.07 Forest - L29650_ 16050 141.00 0.07
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